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the future of stone.

DATASHEET: LIGHTBOARD »FRAMED«

LED Backlight

Material: extruded acrylic glass (PMMA) on a
PVC rigid foam board in aluminum frame
anodized EG/EV1

Light source: SMD LED

Light color: 2700K - 6000K (Dual White)

RGB

Wattage: 19.2W/m (2700K-6000K), 17W/m (RGB) \

Voltage: 12V/DC |

Dimmable: yes |

Beam angle: 120

LED Controller

Input V: 12V/DC ~ 48V

Output: 6A/channel

Max. Output: 12A

Protocol: WiFi + 2.4GHz

WiFi Standard: IEEE 802.11b/g/n 2.4GHz
Bluetooth: Bluetooth 4.2

Power supply 12V versch. Sizes (15W, 30W, 60W)

Input voltage: 220 - 240V/AC

Output voltage: 12V/DC

Power: max. 15W/30W/60W

Output current: max. 1.25A (15W), 2.5A (30W), 5A(60W)
Temperature: max. 85°C

Plug-in power supply 12V versch. Sizes (6 W, 12W, 18W, 30W)

Input voltage: 220 - 240V/AC

Output voltage: 12Vv/DC

Power: max. 6W/12W/18W/30W

Output current: max. 0.5A (6W), 1A (12W), 1.5A(18W), 2.5A (30W)
Temperature: max. 85°C
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