
STICK & GO!

(1) Determine the layout of the 
Stick&GO! stone veneers.

(2) Remove the self-adhesive 
backing.

(3) Position the stone veneer 
and press it down firmly.
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i
Slate-Lite is made from layered stone. 
Color variations between individual sheets, quartz veins running 
through the stone, natural cracks, or slight chipping may occur. 
These are not defects or reasons for complaint, but rather 
characteristics of the natural stone surface!

INSTALLATION INSTRUCTIONS 

Always press Stick&GO! stone veneers firmly across the entire surface – the adhesive effect only 
activates with sufficient pressure! 
For optimal adhesion, we recommend the following substrates: 
 
✔ Raw wood – Unpolished wood provides good adhesion. 
✔ Plywood without primer – Can be used directly without additional surface treatment. 
✔ Drywall without paper layer – Suitable as long as the surface is not too crumbly. 
✔ Glass – Excellent adhesion with a suitable adhesive. 
✔ MDF – Suitable depending on surface roughness; not recommended for very smooth surfaces. 
✔ HDF – Very well suited. 
✔ Cement fiber boards – Ideal for applications requiring high stability. 
✔ Aluminum composite panels – Works well with appropriate adhesive. 
✔ Smooth, unpainted wall – Generally suitable, depending on the surface texture. 
 
⚠ Not recommended: 
✘ Cement-sand plastered walls – Due to surface texture and absorbency, not ideal for permanent 
adhesion. 
 
ALL SURFACES MUST BE DRY AND FREE FROM DUST, OIL, GREASE, OR 
OTHER CONTAMINANTS! 
 
For general installation guidelines such as cutting, cleaning, etc., please refer to the regular 
Slate-Lite data sheet at www.slate-lite.com/eng


